Encrusting machine series

Category /Encrusting - Optional device (Unit)

Code Machine: KP242

COM PACT PAN N ER with TRAY FEEDER

@Automatically arranges products made by CORNUCOPIA on baking trays.

@Sends trays (up to 10) set on Tray Feeder one by one, and arranges products on top evenly according to the set array condition.
@Offers not only higher productivity but also deformation-free and hygienic operation without any manual contact with products.
@Can switch panning modes (Continuous/Intermittent Shuttling) and panning patterns (Uniform tray format /Staggered tray format) according to the production.

@(400-600mm) X (580-800mm) trays can be used.
Automatically arranges products pro

s%Safety covers are removed for the photograph.
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Arrange products for 1 row in 1 shuttling motion

Max. 10 shuttles/min (Supports 100 pcs./min) Max. 60 pcs./min

(C_ Panning Pattern

) Uniform tray format ./ Staggered tray format

Staggered tray format i

Tray Supplying
Feeds trays automatically.
Ten trays can be stored at

one time. Compact Panner

with Tray Feeder

Cornucopia Series

Stop shuttling every time one product is arranged

Tray Feeder
3 “KP202” (model without Tray Feeder) is also available.
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® Specifications / Capacity
Model KP242
1702 mm (Type CA) , 1780 mm (Type CB)
1440 mm
560 Kg

Belt Width 75 mm (Type CA) , 145mm (Type CB)
Electrical Capacity 0.59 kW

0.4 MPa, 2 £/min

Tray Size (Range) 580-800 mm x 400-600 mm

35 mm
10 trays
Panning Capacity 10 shuttles/min (Supports 100 pes./min)
(Max.) 60 pcs./min

Panning Pattern

Uniform tray format , Staggered tray format

% Specifications may vary depending on production speed of CORNUCOPIA or panning patterns.

The specifications are subject to change without notice and without obligation.

All Rights Reserved. Reproduction, adaptation or translation without prior written permission is prohibited.
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